Environmental Protection Agency

§270.23 Specific part B information re-
quirements for miscellaneous units.

Except as otherwise provided in
§264.600, owners and operators of facili-
ties that treat, store, or dispose of haz-
ardous waste in miscellaneous units
must provide the following additional
information:

(a) A detailed description of the unit
being used or proposed for use, includ-
ing the following:

(1) Physical characteristics, mate-
rials of construction, and dimensions of
the unit;

(2) Detailed plans and engineering re-
ports describing how the unit will be
located, designed, constructed, oper-
ated, maintained, monitored, in-
spected, and closed to comply with the
requirements of §§264.601 and 264.602;
and

(3) For disposal units, a detailed de-
scription of the plans to comply with
the post-closure requirements of
§264.603.

(b) Detailed hydrologic, geologic, and
meteorologic assessments and land-use
maps for the region surrounding the
site that address and ensure compli-
ance of the unit with each factor in the
environmental performance standards
of §264.601. If the applicant can dem-
onstrate that he does not violate the
environmental performance standards
of §264.601 and the Director agrees with
such demonstration, preliminary hy-
drologic, geologic, and meteorologic
assessments will suffice.

(¢) Information on the potential
pathways of exposure of humans or en-
vironmental receptors to hazardous
waste or hazardous constituents and on
the potential magnitude and nature of
such exposures.

(d) For any treatment unit, a report
on a demonstration of the effectiveness
of the treatment based on laboratory
or field data.

(e) Any additional information deter-
mined by the Director to be necessary
for evaluation of compliance of the
unit with the environmental perform-
ance standards of §264.601.

§270.24 Specific part B information re-
quirements for process vents.
Except as otherwise provided in
§264.1, owners and operators of facili-
ties that have process vents to which

§270.24

subpart AA of part 264 applies must
provide the following additional infor-
mation:

(a) For facilities that cannot install a
closed-vent system and control device
to comply with the provisions of 40
CFR 264 subpart AA on the effective
date that the facility becomes subject
to the provisions of 40 CFR 264 or 265
subpart AA, an implementation sched-
ule as specified in §264.1033(a)(2).

(b) Documentation of compliance
with the process vent standards in
§264.1032, including:

(1) Information and data identifying
all affected process vents, annual
throughput and operating hours of
each affected unit, estimated emission
rates for each affected vent and for the
overall facility (i.e., the total emis-
sions for all affected vents at the facil-
ity), and the approximate location
within the facility of each affected unit
(e.g., identify the hazardous waste
management units on a facility plot
plan).

(2) Information and data supporting
estimates of vent emissions and emis-
sion reduction achieved by add-on con-
trol devices based on engineering cal-
culations or source tests. For the pur-
pose of determining compliance, esti-
mates of vent emissions and emission
reductions must be made using oper-
ating parameter values (e.g., tempera-
tures, flow rates, or concentrations)
that represent the conditions that
exist when the waste management unit
is operating at the highest load or ca-
pacity level reasonably expected to
occur.

(3) Information and data used to de-
termine whether or not a process vent
is subject to the requirements of
§264.1032.

(c) Where an owner or operator ap-
plies for permission to use a control de-
vice other than a thermal vapor incin-
erator, catalytic vapor incinerator,
flare, boiler, process heater, condenser,
or carbon adsorption system to comply
with the requirements of §264.1032, and
chooses to use test data to determine
the organic removal efficiency or the
total organic compound concentration
achieved by the control device, a per-
formance test plan as specified in
§264.1035(b)(3).
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